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WA CHARACTERISTIC CHARGER  ( MODEL CHL4850 ) 

48VDC – 50ADC  
GENERAL  SPECIFICATIONS  
 

 AC  INPUT 

LINE  VOLTAGE 380 V 3PH , ±10% 
FREQUENCY 50Hz  5% 
CURRENT 8A 
POWER  FACTOR >0.8 

 

 DC  OUTPUT 

NOMINAL  VOLTAGE 48V ( 24 CELLS SEALD ACID ) 
NOMINAL  CURRENT 50A 
CHARGING  METHOD WA CHARACTERISTIC 

 
 PROTECTIONS  AND  ALARMS 

AC  FAIL  
DC  FUSE FAIL  
WEAK BATT.  
BATTERY  REVERSE  POLARITY          
OVER HEAT  

OVER CURRENT  

 

 COMMUNICATION  

RS232 2400 bps 
SOFTWARE CHARGER  MONITOR 

 
 AMBIENT TEMPERATURE 

TEMPERATURE 0 C TO 40 C  
ALTITUDE UP TO 1000M ABOVE SEA LEVEL  
HUMIDITY MAX. 90% 
COOLING NATURAL AIR CIRCULATION 

 

 GALVANIC ISOLATION 

ISOLATION 2500V FOR 1 MINUTE 
 

 DIMENSIONS  &  WEIGHT 

DIMENSIONS  (W × D × H) 500 × 350 × 800  mm  
WEIGHT APPRX.  85 kg 

 

 COLOR 

GREY RAL7035 
  

  


