
PARDIS ENERGY CONVERSION COMPANY.
           

   PARDIS ENERGY CONVERSION CO

DUMMY LOAD   (MODEL DUM2450)
 (24VDC)(50ADC)
GENERAL  SPECIFICATIONS 

 DC  OUTPUT
NOMINAL VOLTAGE 24VDC   STEPS : (6VDC-12VDC-18VDV-24VDC)  
NOMINAL  CURRENT 50ADC ( 10 STEP  5A)  

  PROTECTION  AND  INDICATORS

FUSE  ON  INPUT  AND MCB ON OUTPUT #10 MCB 10A

DC VOLTAGE 40Vdc  DIGITAL VOLTMETER  FRONT  PANEL

DC  CURRENT 100Adc  DIGITAL AMMETER FRONT  PANEL

 OTHER DATA
   INDEX OF PROTECTION    IP20

COOLING  METHOD FAN COOLED CIRCULATION

 AMBIENT  CONDITIONS
TEMPERATURE  –5  TO  +45 °C  (20 TO  115 °F)

ALTITUDE MAX.  2000m (6000FT)  ABOVE  SEA  LEVEL

HUMIDITY MAX.  90%

 DIMENSIONS  &  WEIGHT
DIMENSIONS  (W × H × D) 500 × 800 × 35 0  mm  
WEIGHT APPRX.  160kg  

 COLOR

GREY RAL7035
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